CHRYSO0°Omega 86S

1 Unique identification code of the product:
[ ]

identification of the construction product as required under
® Article 11(4) of the CPR:
Batch number : See Product packaging

2 Type, batch or serial number or any other element allowing

accordance with the applicable harmonized technical
® specification, as foreseen by the manufacturer:
High Range Water Reducing Admix

3 Intended use or uses of the construction product, in

Name, registered trade name or registered trade mark and
4 contact address of the manufacturer as required under
® Article 11(5):
CHRYSO SAS 7 rue de I'Europe - 45300 SERMAISES DU
LOIRET France

Declared performance :

o.
6.

C€

1164
1164-CPR-ADJO01

System or systems of assessment and verification of
constancy of performance of the construction product as

set out in CPR, Annex V:

In case of the declaration of performance concerning a
construction product covered by a harmonized standard:

CERIB, notified body No 1164, performed the initial
inspection of the manufacturing plant and of factory
production control and the continuous surveillance,
assessment and evaluation of factory production control,
and issued the certificate of constancy of conformity of

the factory production control.
N° 1164-CPR-ADJ001

° ESSENTIAL CHARACTERISTICS PERFORMANCES HARMONISED TECHNICAL SPECIFICATION

is in conformity with the declared performance in point 7.
® This declaration of performance is issued under the sole
responsibility of the manufacturer identified in point 4.

8 The performance of the product identified in points 1 and 2

afao

Qualité Sécurité
Environnement

(+632) 823-1568 Fax:(+632) 823-6492

AFNOR CERTIFICATION

150 9001- 150 45001
150 14001

Systéeme de
management certifié

[ QSE__ ] CHRYSO PHILIPPINES INC. 17 Main Ave. Severina Industrial Estate, ACSIE Comp. Km 16, West Service Rd. 1700 Paranaque City. Tél.:

Signed for and on behalf of the manufacturer by
Signataire
ici image de la signature
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SAINT-GOBAIN
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