TECHNICAL DATA SHEET

CHRYSO®Dem Xtra 252

Delayed mould release agent

DESCRIPTION

CHRYSO®Dem Xtra 252 is a delayed ready-to-use mould release
agent. Sprayed onto the surface of a metallic mould, it ensures
easy mould release on all concrete after the concrete has
hardened.

Applied on metal formwork, CHRYSO®Dem Xtra 252 allows for
high quality concrete surface while reducing the maintenance
needs on formwork.

FIELDS OF APPLICATION

= Poured concrete

= Precast

= Any concrete delayed mould-release, including strongly steam-
cured ones

CHARACTERISTICS

Product Nature liquid
Yellow
24 months

1,000 + 0,000

Color
Lifetime
Specific gravity

Kinematic Viscosity mm?/s

2 +
(20°C) 20,5 mm?/s (cst) + 0,00

PACKAGING

= 20 L bucket
= 200 L drum
= 1000 LIBC

Chryso
Concrete

Solutions

CHRYSO0®Dem Xtra 252 helps prevent rust stains on the formwork
to transfer on concrete surface. In addition, rust stains on the
mould can be eliminated with the use of CHRYSO®Dem Xtra 252.

To prevent the potential reappareance of rust stains on
formworks over time, CHRYSO®Dem Xtra 252 should be used
repeatedly.

The anticorrosion performance of the product is depending on
many external factor and should be tested onsite.

METHOD OF USE

= This product must be applied by spraying (all types of
equipment), in a regular film, without any gaps or overload. Any
excess would render mould-releasing difficult.

#stSpraying Equipment recommendations:st# Type of nozzle

depending on temperature : -at 20°C: TP 11001 -at 5°C: TP 110

015 Spraying pressure : 4 Bar

Consumption :

metallic or plastic mould 50 m2 /|

PRECAUTIONS

= For special support or applications with white cement, it is
advisable to run a compatibility test before any particular use.

= Should the product freeze, it will recover its properties. After
thawing, an efficient agitation is necessary until the product is
entirely homogeneous again.

Before use, refer to the Material Safety Data Sheet. The MSDS is
available on www.chryso.com

The information contained in this document is given to the best of our knowledge and is the result of extensive and
controlled testing. However,it cannot under any circumstances be considered as a warranty involving our liability in the
case of misuse. Tests should be con ducted before the product is used to ensure that the methods and conditions of use of

the product are satisfactory. Our specialists remain at the disposal of customers if they require help with the application of

the product for their specific needs. www.chryso.ph
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SAINT-GOBAIN

CHRYSO PHILIPPINES INC. 17 Main Ave. Severina Industrial Estate, ACSIE Comp. Km 16, West Service Rd. 1700 Paranaque City. Tél.:
(+632) 823-1568 Fax:(+632) 823-6492
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